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100 Series Features
•	 Single	wire	hook-up
•	 Sealed	ball	bearings
•	 Rugged	forged	steel	front	housing
•	 UL	Listed	and	“Ignition	Protected”	according	to	Coast	Guard	and	SAE	J1171	standards	

(A1-101,	A1-102,	A1-103,	A1-104,	A1-105)
•	 UL	Listed	and	CSA	certified	for	Class	I,	Div	2,	Group	B,	C,	D	Hazardous	

Locations	(C130,	C131,	C132)	
•	 Rotating	screen	to	filter	cooling	air	and	prevent	blockage	from	debris	(A1-164,	A1-165)

Model Volt Amp Regulator Mounting
A1-101 28/37 30 A2-101/A2-103 SAE J180 Spool
A1-102 14 60 A2-102 SAE J180 Spool
A1-103 28/37 50 A2-101/A2-103 SAE J180 Spool
A1-104 14 60 A2-102 SAE J180 Spool
A1-105 28 65 A2-108 SAE J180 Spool
C180 28 50 A2-138 SAE J180 Spool
C181 28 50 A2-137 SAE J180 Spool

Model Volt Amp Regulator Mounting
A1-125 14 80 A2-436 SAE J180 Spool
C127 14 100 A2-436 SAE J180 Spool
C130 28 60 A2-139 SAE J180 Spool

A1-151 14 100 A2-436 SAE J180 Spool
A1-160 14 80 A2-437 SAE J180 Spool
A1-161 14 100 A2-437 SAE J180 Spool
A1-164 14 100 A2-437 SAE J180 Spool
C166 14 100 A2-436 SAE J180 Spool

Brushless Construction
All	C. E. Niehoff & Co.	alternators	feature	brushless	construction.	The	elimination	of	
brushes	and	slip	rings	yields	durability,	extends	service	life,	eliminates	arcing,	and	reduces	
Electromagnetic	Interference	(EMI).

A1-164

A1-101

C130

C180** Fan & pulley, rectifier, and conduit sold separately

100 Series with External Regulators (Sold Separately) 

100 Series with Integral Regulators

C131 14 70 A2-152 SAE J180 Spool




