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Brushless Design
All C. E. Niehoff & Co. alternators feature brushless construction.  The elimination of 
brushes and slip rings yields durability, extends service life, eliminates arching, and reduces 
Electromagnetic Interference (EMI).

High Efficiency
High efficiency means lower internal alternator operating temperature resulting in longer 
alternator life.  Less engine power needed to produce electric power means more engine power 
available for other needs. 

High Output
The majority of CEN brushless alternators meet or exceed requirements of existing electrical 
loads at idle, making CEN an ideal choice for fire, coach, and transit applications. 

Air Cooled
Because CEN brushless alternators are air cooled, there is no need for an oil circulation system.  
This eliminates the possibility of oil leaks, hoses, and no waste heat is transferred to the engine.

Long Life Bearings
Sealed bearings contain high temperature grease for extended service life in hot engine 
compartments.

Fuel Savings with More Power
The reduced mechanical drive required by CEN alternators yields engine fuel savings, more 
engine power available for other purposes, and less stress on alternator drive components. 

EMI Suppression
Certain models feature EMI suppression that meets SAE J1113 specifications.

Direct Interchange
Models with steel cradle mount design are compatible with saddle mounting brackets.

Overvoltage Cut Out
OVCO voltage regulator will turn the alternator off during high voltage conditions, providing 
protection from voltage transients that threaten sensitive vehicle electronics.
(Not available on all models.)
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